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IN THE CLAIMS : 

Please cancel claims 1-12 and 20*21. 
Please amend the claims as follows: 

1-12. Cancelled. 

13. (Original) A method for using a milling insert with a milling tool, comprising: 
attaching a plurality of adjacent milling inserts to a mounting surface of the milling 

tool, each milling insert having a milling surfiace angled relative to a mounting surface of 
the tool and sides substantially perpendicular to the milling surface; 

running the milling tool into a wellbore to a position adjacent a material for milling; 

rotating the milling tool, thereby milling the material. 

14. (Previously Presented) The method of claim 13, wherein the attaching 
comprises brazing the milling inserts. 

15. (Previously Presented) The method of claim 13, wherein the attaching 
comprises welding the milling inserts. 

16. (Previously Presented) The method of daim 13, wherein the adjacent milling 
inserts are spaced apart from each other substantially .015 Inches. 

17. (Previously Presented) The method of claim 13, wherein the adjacent milling 
Inserts are spaced from the milling tool substantially .005 inches. 

18. (Previously Presented) The method of claim 13. wherein the adjacent milling 
inserts are spaced from the milling tool substantially .005 inches and the adjacent 
milling inserts are spaced apart from each other substantially .015 Inches. 
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19. (Previously Presented) The method of claim 13, wherein a base of the milling 
Insert Is parallel to the mounting surface of the tool. 

20-21. Cancelled. 

22. (Previously Presented) The method of claim 13, further comprising breaking 
cuttings of the material milled to limit a length of the cuttings. 

Please add the following new claims: 

23. (New) A cutting insert for a tool for wellbore milling operations, comprising: 
a body having: 

a milling sur^ce angled relative to a mounting surface of the tool, 
a base, and 

sides substantially perpendicular to the milling surface. 

24. (New) The cutting insert of ddim 23, wherein the base is parallel to the 
mounting surface of the tool. 

25. (New) The cutting insert of claim 23, further comprising a first leg extending 
from a first portion of the base and a second leg extending from a second portion of the 
base, wherein the first leg is longer than the second leg. 

26. (New) The cutting insert of claim 23, wherein the milling surface forms an 
angle relative to the base of between 7° and 8°. 

27. (New) The cutting insert of claim 23, further comprising a plurality of legs 
e)ctending from the base. 

28. (New) The cutting insert of claim 27, wherein at least one leg extends about 
.005 Inches from the base. 
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29. (New) The cutting Insert of daim 27, further comprising at least one spacer 
extending from at least a portion of at least one of the sides. 

30. (New) The cutting Insert of daim 23. further comprising at least one spacer 
extending from at least a portion of at least one of the sides. 

31. (New) The cutting Insert of daim 30, wherein the at least one spacer is in 
contact with another cutting insert. 

32. (New) The cutting Insert of daim 23, wherein the milling surface indudes a ^ 
chipbrealcer. 

33. (New) A cutting insert for a tool for wellbore milling operations, comprising: 
a body having a milling surface, a base, and a side; 

at least one spacing member extending a first distance from at least a portion of 
the side; and 

a plurality of extension members extending a second distance from the base, 
wherein the first distance is longer than the second distance, 

34. (New) The cutting insert of claim 33, wherein the plurality of extension 
members extends about .005 inches from the base. 

35. (New) The cutting insert of claim 33, wherein the at least one spacing 
member extends about .015 inches from the side. 

36- (New) The cutting insert of daim 33, wherein a bond strength between the 
base and the tool Is stronger than a bond strength between adjacent inserts 



Pages 

347773J 



PAGE ei21'R(»DAT3m/2005 5:51:27 PM [Eastern 



03/14/2005 16:52 FAX 7136234844 



©007/021 



PATENT 
Alty.DkLNo.WEAT/D288 

37. (New) The method of claim 13, further comprising providing the miiling insert 
with a first leg extending from a first portion of the base and a second leg extending 
fmm a second portion of the base, wherein the first ieg Is longer than the second leg. 
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